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Barometer Comparison Check Request 
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E-mail:

For barometer reading:
· Anchor in a Japanese port.
· Avoid reading in strong wind, as this may affect results.
· Open windows/doors for equalization with outboard air pressure.

· Take readings at any of 0, 10, 20, 30, 40 or 50 minutes.
【Vessel details】
	Vessel name 
	
	Callsign
	

	Contact staff member
	
	Gross tonnage
	

	E-mail
	

	Latitude
	N 
	Port of call
	in JAPAN

	Longitude
	E 
	
	


【Port shipping agent details】
	Agent
	

	E-mail
	


【Barometer details】

	Reading

(without sea level/instrument error correction)
	.   hPa 〔0.1hPa unit〕

	Barometer location onboard
	

	Outboard air temperature
	.    ℃  〔0.1℃ unit〕

	Time of reading
(Coordinated Universal Time)
	Year  20      Month       Day        ,          h       min
(UTC)

	ASL barometer height

(Usually between "In ballast" & "At full load")
	In ballast                      .     m

	
	At present                     .     m

	
	At full load                     .     m

	Manufacturer
	
	Serial no.
	

	Date of manufacture
	
	Date of official calibration
	


* Barometer check results will be returned between 09 and 17 JST from Mon. to Fri., except on Japanese public holidays.
